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(9) SP–58 Pipe Hangers and Supports– 
Materials, Design and Manufacture 
(1993) (‘‘MSS SP–58’’), 56.60–1; 

(10) SP–61–2003 Pressure Testing of 
Steel Valves (2003) (‘‘MSS SP–61’’), 
56.60–1; 

(11) SP–67 Butterfly Valves (1995) 
(‘‘MSS SP–67’’), 56.60–1; 

(12) SP–69 Pipe Hangers and Sup-
ports–Selection and Application (1996) 
(‘‘MSS SP–69’’), 56.60–1; 

(13) SP–72 Ball Valves with Flanged 
or Butt-Welding Ends for General Serv-
ice (1987) (‘‘MSS SP–72’’), 56.60–1; 

(14) SP–73 (R 96) Brazing Joints for 
Copper and Copper Pressure Fittings 
(1991) (‘‘MSS SP–73’’), 56.60–1; and 

(15) SP–83 Class 3000 Steel Pipe 
Unions, Socket Welding and Threaded 
(1995) (‘‘MSS SP–83’’), 56.60–1; 

(l) Society of Automotive Engineers 
(SAE), 400 Commonwealth Drive, 
Warrendale, PA 15096: 

(1) J1475 (1996) Surface Vehicle Hy-
draulic Hose Fittings for Marine Appli-
cations (June 1996) (‘‘SAE J1475’’), 
56.60–25; and 

(2) J1942 (1997) Standards Hose and 
Hose Assemblies for Marine Applica-
tions (May 1997) (‘‘SAE J1942’’), 56.60– 
25. 

[USCG–2003–16630, 73 FR 65171, Oct. 31, 2008, 
as amended by USCG–2009–0702, 74 FR 49228, 
Sept. 25, 2009; USCG–2012–0832, 77 FR 59777, 
Oct. 1, 2012] 

§ 56.01–3 Power boilers, external pip-
ing and appurtenances (Replaces 
100.1.1, 100.1.2, 122.1, 132 and 133). 

(a) Power boiler external piping and 
components must meet the require-
ments of this part and §§ 52.01–105, 52.01– 
110, 52.01–115, and 52.01–120 of this chap-
ter. 

(b) Specific requirements for external 
piping and appurtenances of power 
boilers, as defined in §§ 100.1.1 and 
100.1.2, appearing in the various para-
graphs of ASME B31.1 (incorporated by 
reference; see 46 CFR 56.01–2), are not 
adopted unless specifically indicated 
elsewhere in this part. 

[CGD 77–140, 54 FR 40602, Oct. 2, 1989; 55 FR 
39968, Oct. 1, 1990; USCG–2003–16630, 73 FR 
65174, Oct. 31, 2008] 

§ 56.01–5 Adoption of ASME B31.1 for 
power piping, and other standards. 

(a) Piping systems for ships and 
barges must be designed, constructed, 
and inspected in accordance with 
ASME B31.1 (incorporated by reference; 
see 46 CFR 56.01–2), as limited, modi-
fied, or replaced by specific require-
ments in this part. The provisions in 
the appendices to ASME B31.1 are 
adopted and must be followed when the 
requirements of ASME B31.1 or the 
rules in this part make them manda-
tory. For general information, Table 
56.01–5(a) lists the various paragraphs 
and sections in ASME B31.1 that are 
limited, modified, replaced, or repro-
duced by rules in this part. 

TABLE 56.01–5(a)—LIMITATIONS AND MODIFICA-
TIONS IN THE ADOPTION OF ASME B31.1 FOR 
PRESSURE AND POWER PIPING 

Section or paragraph in 
ASME B31.1 and disposition Unit in this part 

100.1 replaced by .................. 56.01–1. 
100.2 modified by .................. 56.07–5. 
101 through 104.7 modified 

by.
56.07–10. 

101.2 modified by .................. 56.07–10(a), (b). 
101.5 replaced by .................. 56.07–10(c). 
102.2 modified by .................. 56.07–10(d). 
102.3 and 104.1.2 modified 

by.
56.07–10(e). 

104.3 modified by .................. 56.07–10(f). 
104.4 modified by .................. 56.07–10(e). 
104.5.1 modified by ............... 56.30–10. 
105 through 108 replaced by 56.10–1 through 56.25–20. 
110 through 118 replaced by 56.30–1 through 56.30–35. 
119.5.1 replaced by ............... 56.35–10, 56.35–15. 
119.7 replaced by .................. 56.35–1. 
122.1.4 replaced by ............... 56.50–40. 
122.3 modified by .................. 56.50–97. 
122.6 through 122.10 re-

placed by.
56.50–1 through 56.50–80. 

123 replaced by ..................... 56.60–1. 
Table 126.1 is replaced by .... 56.30–5(c)(3), 56.60–1. 
127 through 135 replaced by 56.65–1, 56.70–10 through 

56.90–10. 
136 replaced by ..................... 56.95–1 through 56.95–10. 
137 replaced by ..................... 56.97–1 through 56.97–40. 

(viii) (b) When a section or paragraph 
of the regulations in this part relates 
to material in ASME B31.1, the rela-
tionship with ASME B31.1 will appear 
immediately after the heading of the 
section or at the beginning of the para-
graph as follows: 

(1) (Modifies ll.) This indicates that 
the material in ASME B31.1 so num-
bered for identification is generally ap-
plicable but is being altered, amplified, 
or augmented. 
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